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Pecas de Reposicao Motor

TABELA A

el CODIGOS |POT.HP| TENSAO
503PAR201 117VB108 14/15 220/380TR 02
603A0R104 102TMS103 14/16  440TR 01
16/26 220/380TR 02
117VB106
17/26  440TR 01
109BRG101
110AEF109
. POT. (HP)
CODIGOS
TRIF.
114CM6109 14 /15 "’ 111CHM100
114CM6110 16/18
114CM6111 19/21
114CM6112 22/23
114CM6113 25/26
—— . POT. (HP)
CODIGOS
” TRIF.
A Zh e 108RM6109  14/15
CODIGOS |POT. (HP)| TENSAO i N 108RM6110 16/18
119BC6110  14/15 380V 108RM6111 19/21
119BC6135  14/15 440V 108RM6112 22/23
119BC6111 16/18 380V S— 108RM6113 25/26
119BC6136  16/18 440V
119BC6112  19/21 380V
119BC6143  19/21 440V
119BC6113  22/23 380V m 111CHM1O1
119BC6137  22/23 440V T
110AEF112B =1 >=
119BC6114  25/26 380V e
119BC6138  25/26 440V 110AEF109 i>
109BRG101
102TMI102A
503PAR106
103DE101
110AEF105
105AG101R1 127MAC102
104SAG101
329101
| | 115ARR101
603AP100
603DIA100 503PAR122
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As Especificagdes Técnicas poderao sofrer alteracdes sem prévio aviso para melhoria do Produto.

Data efetiva: Marco/2018




